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Refer to the figures above when following the instructions to send or receive files from 
the Mazatrol on a M-1 or T-1 control. 
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To Send CMT programs out to the USB-CNC: 
On the USBCNC unit: 
1. Choose the CNC to USB option on the USBCNC unit 
2. Press the key under Start on the USBCNC unit (press DIR to choose a different 
file name to save to). 
On the Mazatrol: 
3. Press Menu Select on Mazatrol 
4. Press PROGRAM Softkey 
5. Press PROGRAM FILE Softkey 
6. Press DATA IN OUT Softkey on Mazatrol 
7. Press CMT I/O Softkey on Mazatrol 
8. Press SAVE CMT Softkey 
9. Enter Work # 
9. Press INPUT 
10. Press START on Mazatrol 
11. When it shows “END” on screen it is complete 
On the USBCNC unit: 
12. Select Done on the USBCNC unit 
 
To receive CMT programs into the Mazatrol from USB-CNC: 
On the USBCNC unit: 
1. Choose the USB to CNC option on the USBCNC unit 
2. Choose the file to be sent to the CNC 
3. Press button under Start on the USBCNC unit 
On the Mazatrol: 
4. Press Menu Select on Mazatrol 
5. Press PROGRAM Softkey 
6. Press PROGRAM FILE Softkey 
7. Press DATA IN OUT Softkey on Mazatrol 
8. Press CMT I/O Softkey on Mazatrol 
9. Press LOAD CMT Softkey 
10. Enter Work # 
11. Press the INPUT button 
12. Press START 
 
  



  
 

Shop Floor Automations, Inc. 
5360 Jackson Drive, Suite 202 
La Mesa, CA 91942-6003 

Phone:      (619) 461-4000 
Toll Free:  (877) 611-5825 
Fax:           (619) 461-5918 

Web:   www.shopfloorautomations.com 
Email:  support@shopfloorautomations.com 

Updated by: Joshua Ray 
Last Modified: Monday, November 16, 2020 

Page 3 of 6 

©2018 All Rights reserved. Shop Floor Automations and the Shop Floor Automations logo are trademarks of Shop Floor Automations, Inc. 

Mazak Supplemental Manual 
USB Connect – Support Document 

 

 
 
 
 



  
 

Shop Floor Automations, Inc. 
5360 Jackson Drive, Suite 202 
La Mesa, CA 91942-6003 

Phone:      (619) 461-4000 
Toll Free:  (877) 611-5825 
Fax:           (619) 461-5918 

Web:   www.shopfloorautomations.com 
Email:  support@shopfloorautomations.com 

Updated by: Joshua Ray 
Last Modified: Monday, November 16, 2020 

Page 4 of 6 

©2018 All Rights reserved. Shop Floor Automations and the Shop Floor Automations logo are trademarks of Shop Floor Automations, Inc. 

Mazak Supplemental Manual 
USB Connect – Support Document 

 

 
Refer to the figures above when following the instructions to send or receive files from 
the Mazatrol on a M-2, T-2, M Plus, T Plus, M32 or T32 control. 
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To Send CMT programs out to the USB-CNC: 
On the USBCNC unit: 
1. Choose the CNC to USB option on the USBCNC unit 
2. Press the key under Start on the USBCNC unit (press DIR to choose a different 
file name to save to). 
On the Mazatrol: 
3. Press Menu Select on Mazatrol 
4. Press PROGRAM Softkey 
5. Press PROGRAM FILE Softkey 
6. Press DATA IN OUT Softkey on Mazatrol 
7. Press CMT I/O Softkey on Mazatrol 
8. Press SAVE CMT Softkey 
9. Enter Work # 
9. Press INPUT 
10. Press START on Mazatrol 
11. When it shows “END” on screen it is complete 
On the USBCNC unit: 
12. Select Done on the USBCNC unit 
 
To receive CMT programs into the Mazatrol from USB-CNC: 
On the USBCNC unit: 
1. Choose the USB to CNC option on the USBCNC unit 
2. Choose the file to be sent to the CNC 
3. Press button under Start on the USBCNC unit 
On the Mazatrol: 
4. Press Menu Select on Mazatrol 
5. Press PROGRAM Softkey 
6. Press PROGRAM FILE Softkey 
7. Press DATA IN OUT Softkey on Mazatrol 
8. Press CMT I/O Softkey on Mazatrol 
9. Press LOAD CMT Softkey 
10. Enter Work # 
11. Press the INPUT button 
12. Press START 
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For Mazak machines that are going to use the CMT protocol the parameters should 
be: 
Baud Rate: 4800 
Data/Parity/Stop: 8, N, 2 
Flow Control:  
CMT Ver 1 (Typically for the older controls, if doesn't verify use Ver 2) 
CMT Ver 2 (Typically for the newer controls, if doesn't verify use Ver 1) 
End of Block Delay: No delay 
End of Block Char: none/binary 
Start of Tx: none 
End of Tx: none 
Start Rx: Automatic 


